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(c) For each deviation from an emis-
sion limitation occurring at an af-
fected source, you must include the in-
formation in paragraphs (b)(1) through 
(4) and (c)(1) and (2) of this section. 
This includes periods of startup, shut-
down, or malfunction. 

(1) The total operating time of each 
affected source during the reporting pe-
riod. 

(2) Information on the number, dura-
tion, and cause of deviations (including 
unknown cause, if applicable), as appli-
cable, and the corrective action taken. 

(d) If you had a startup, shutdown, or 
malfunction during the semiannual re-
porting period that was not consistent 
with your startup, shutdown, and mal-
function plan, you must submit an im-
mediate startup, shutdown, and mal-
function report according to the re-
quirements in § 63.10(d)(5)(ii). 

(e) If you have obtained a title V op-
erating permit for an affected source 
pursuant to 40 CFR part 70 or 71 of this 
chapter, you must report all deviations 
as defined in this subpart in the semi-
annual monitoring report required by 
40 CFR 70.6(a)(3)(iii)(A) or 40 CFR 
71.6(a)(3)(iii)(A) of this chapter. If you 
submit a compliance report for an af-
fected source along with, or as part of, 
the semiannual monitoring report re-
quired by 40 CFR 70.6(a)(3)(iii)(A) or 40 
CFR 71.6(a)(3)(iii)(A) of this chapter, 
and the compliance report includes all 
the required information concerning 
deviations from any emission limita-
tion in this subpart, then submission of 
the compliance report satisfies any ob-
ligation to report the same deviations 
in the semiannual monitoring report. 
However, submission of a compliance 
report does not otherwise affect any 
obligation you may have to report de-
viations from permit requirements to 
your permitting authority. 

§ 63.9545 What records must I keep? 
(a) You must keep the records in 

paragraphs (a)(1) and (2) of this section 
that apply to you. 

(1) A copy of each notification and re-
port that you submitted to comply 
with this subpart, including all docu-
mentation supporting any initial noti-
fication or notification of compliance 
status that you submitted, according 
to the requirements in § 63.10(b)(2)(xiv). 

(2) The records in § 63.6(e)(3)(iii) 
through (v) related to startup, shut-
down, or malfunction. 

(b) You must keep the records re-
quired in § 63.9525 to show proper oper-
ation and maintenance of the weight 
measurement device. 

(c) You must keep the records re-
quired in § 63.9530 to show continuous 
compliance with the emission limita-
tions for solvent mixers in § 63.9500(a) 
and (b). 

§ 63.9550 In what form and how long 
must I keep my records? 

(a) You must keep your records in a 
form suitable and readily available for 
expeditious review, according to 
§ 63.10(b)(1). 

(b) As specified in § 63.10(b)(1), you 
must keep each record for 5 years fol-
lowing the date of each occurrence, 
measurement, maintenance, corrective 
action, report, or record. 

(c) You must keep each record on site 
for at least 2 years after the date of 
each occurrence, measurement, main-
tenance, corrective action, report, or 
record, according to § 63.10(b)(1). You 
can keep the records offsite for the re-
maining 3 years. 

OTHER REQUIREMENTS AND INFORMATION 

§ 63.9555 What parts of the General 
Provisions apply to me? 

Table 1 to this subpart shows which 
parts of the General Provisions in 
§§ 63.1 through 63.15 apply to you. 

§ 63.9560 Who implements and en-
forces this subpart? 

(a) This subpart can be implemented 
and enforced by the U.S. EPA, or a del-
egated authority such as your State, 
local, or tribal agency. If the U.S. EPA 
Administrator has delegated authority 
to your State, local, or tribal agency, 
then that agency, in addition to the 
U.S. EPA, has the authority to imple-
ment and enforce this subpart. You 
should contact your U.S. EPA Regional 
Office to find out if this subpart is dele-
gated to your State, local, or tribal 
agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or tribal agency 
under 40 CFR part 63, subpart E, the 
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authorities contained in paragraphs 
(c)(1) through (4) of this section are re-
tained by the Administrator of the U.S. 
EPA and are not transferred to the 
State, local, or tribal agency. 

(c) The authorities that cannot be 
delegated to State, local or tribal agen-
cies are as follows: 

(1) Approval of alternatives to the 
emission limitations in § 63.9500(a) and 
(b) under § 63.6(g). 

(2) Approval of major alternatives to 
test methods under § 63.7(e)(2)(ii) and (f) 
and as defined in § 63.90. 

(3) Approval of major alternatives to 
monitoring under § 63.8(f) and as de-
fined in § 63.90. 

(4) Approval of major alternatives to 
recordkeeping and reporting under 
§ 63.10(f) and as defined in § 63.90. 

§ 63.9565 What definitions apply to this 
subpart? 

Terms used in this subpart are de-
fined in the Clean Air Act, in § 63.2, and 
in this section as follows: 

Batch ID means a unique identifier 
used to differentiate each individual 
mix batch. 

Deviation means any instance in 
which an affected source subject to this 
subpart, or an owner or operator of 
such a source: 

(1) Fails to meet any requirement or 
obligation established by this subpart, 
including, but not limited to, any emis-
sion limitation (including any oper-
ating limit); 

(2) Fails to meet any term or condi-
tion that is adopted to implement an 
applicable requirement in this subpart 
and that is included in the operating 
permit for any affected source required 
to obtain such a permit; or 

(3) Fails to meet any emission limi-
tation (including any operating limit) 
in this subpart during startup, shut-
down, or malfunction, regardless of 
whether or not such failure is per-
mitted by this subpart. 

Friction ingredients means any of the 
components used in the manufacture of 
friction materials, excluding the HAP 
solvent. Friction ingredients include, 
but are not limited to, reinforcement 
materials, property modifiers, resins, 
and other additives. 

Friction materials manufacturing facil-
ity means a facility that manufactures 

friction materials using a solvent- 
based process. Friction materials are 
used in the manufacture of products 
used to accelerate or decelerate ob-
jects. Products that use friction mate-
rials include, but are not limited to, 
disc brake pucks, disc brake pads, 
brake linings, brake shoes, brake seg-
ments, brake blocks, brake discs, 
clutch facings, and clutches. 

HAP solvent means a solvent that 
contains 10 percent or more of any one 
HAP, as listed in section 112(b) of the 
Clean Air Act, or any combination of 
HAP that is added to a solvent mixer. 
Examples include hexane, toluene, and 
trichloroethylene. 

Initial startup means the first time 
that equipment is put into operation. 
Initial startup does not include oper-
ation solely for testing equipment. Ini-
tial startup does not include subse-
quent startups (as defined in this sec-
tion) following malfunction or shut-
downs or following changes in product 
or between batch operations. 

Large solvent mixer means a solvent 
mixer with a design capacity greater 
than or equal to 2,000 pounds, including 
friction ingredients and HAP solvent. 

Mix batch means each batch of fric-
tion materials manufactured in a sol-
vent mixer. 

Responsible official means responsible 
official as defined in § 63.2. 

7-day block average means an aver-
aging technique for a weekly compli-
ance determination where the cal-
culated values for percent HAP solvent 
discharged to the atmosphere are aver-
aged together for all mix batches (for 
which there are valid data) in a 7-day 
block period according to the equation 
provided in § 63.9520(a)(6). 

Small solvent mixer means a solvent 
mixer with a design capacity less than 
2,000 pounds, including friction ingredi-
ents and HAP solvent. 

Solvent mixer means a mixer used in 
the friction materials manufacturing 
process in which HAP solvent is used 
as one of the ingredients in at least one 
batch during a semiannual reporting 
period. Trace amounts of HAP solvents 
in resins or other friction ingredients 
do not qualify mixers as solvent mix-
ers. 

Solvent recovery system means equip-
ment used for the purpose of recovering 
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